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LUKA - ZOOM SPOT 

A modern, high-performing Track mounted spot light 

suitable for commercial, retail and residential 

applications.   

Die cast aluminium body with a high efficiency clear 

polycarbonate lens.  High quality LED technology 

Mechanical  

Installation 3-Circuit Track 

Housing Material Aluminium 

Lens Material Clear Polycarbonate 

Ingress Protection IP20 

Luminaire Diameter 84mm 

Luminaire Height 189mm 

Luminaire Rotate 355° 

Luminaire Tilt 95° 

  

Electrical  

Driver Included Yes 

Voltage Input 230V AC 

Drive Current 600mA 

  

Light Source  

LED Manufacturer Cree 

LED Series CXA1820 

Beam Angle 25-60° 

Luminaire Power 20W  

Lumen Output 2004lm (25°) 

Colour Rendition (CRI) 90 

MacAdam Ellipse (SDCM) 3 

Light Output Degradation B10 

Lumen Maintenance L90 

Lifetime 50,000 hours 

Indoor | Track mounted adjustable zoom spot light 

Ordering Information 

       

Code LUKA CCT Colour Dimming Wattage Optic 

Example LA-TS -W30 -W -T -20 -60 

CCT Code 

2700K W27 

3000K W30 

4000K W40 

Colour  Code 

White W 

Black B 

Silver S 

Dimming Code 

Non-Dim N 

Trailing Edge T 

DALI D 

Wattage Code 

20W 20 

Optic Code 

20-60° ZM 


